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SAVING LIVES THROUGH RELIABLE AND
INNOVATIVE TECHNOLOGY

B Medical Systems brings more than 40 years of
international design, engineering, applications and
technical sales experience to medical refrigeration
markets in North America. Our expertise in storage and
transport solutions covering the cold chain temperature
spectrum supports the needs of customers in hospital,
pharmacy, blood bank, pharma, and biotech institutions.
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Blood Bank Refrigerators Plasma Freezers Blood Bank Refrigerator / Contact Shock Freezers
Plasma Freezer
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Model 851 B131 8291 B381 B401 B501 B701 8901l F131  F291  F381  F401  FSO1  F701  F901 BF261 Model CSFEIL  CSFEIW  CSF61S
Temperature +4°C -32°C -32°C -32°C -41°C E:—;‘;“CC Temperature -30°C
Vol.(cuft) 1.8 42 104 127 168 223 279 335 42 10 112 168 223 279 335 R:4.2 Configuration  Aircooled ~ \Vater  Remote air
F: 4.2 cooled cooled
ENERGY STAR® ENERGY STAR

Certified X Kk ok ok ok x & * * * * * * * - Certified - B -

Lab / Pharmacy ®© ©@ ® ®
FDA CLASS |
Laboratory Refrigerators Laboratory Pharmacy Refrigerators Pharmacy Laboratory / Pharmacy
Refrigerator / Freezer Refrigerator / Freezer Freezers
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R: +4°C to +15°C R:+4°Cto+15°C  -32°Cto -32°Cto -32°Cto

Temperature +4°Cto +15°C E: -32°C 10 -20°C. +4°C to +15°C F:-32°C 0 -20°C 20°C 20°C  -20°C -41°Cto -20°C
Vol. (cu.ft.) 1.8 4.2 104 127 168 223 279 335 Ei; 1.8 42 104 127 168 223 279 335 ':2; 4.2 10 11.2 168 223 279 335
ENERGY STAR

Certified X X KX Kk % *x X % — *x Kk Kk Kk Kk Kk * Kk — * * * *x *x *x x

Ultra-Low O Transport (wm)

FDA CLASS I
Ultra-Low Freezers Medical Vaccine
T W W W Transport Boxes Transport Boxes
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Model U201 U401 USO1 uz01 U901 Model mr2 MT4 mT8s mT12 mT2s RCW1 RCW2 RCW4 RCWS8 RCWI2 RCw2S

N . Achievable . N . . N . N . +2°Cto +8°C, -35°C to
Temperature -86°C to -20°C Temperature with PCM* -32°C, +4°C, +22°C and +37°C +2°C to +8°C, -35°C to -15°C -15°C, Below -60°C
Vol. (cu.ft.) 8.1 16.8 22.3 27.9 335 Vol. (cu.ft.) 0.1 0.3 0.7 0.8 1.6 0.06 0.1 0.3 0.7 0.8 1.6
ENERGY STAR e
Certified — — * * ENERGY STAR Certified o — — — — o — — — — —

*MT2 is not validated with PCMs. MT12 is not validated for the PCM +22°C and
— Precision Models: Ambient Qualification: +32°C PCM +37°C. MT 25 is not validated for the PCM +37°C.

—— Premium Models: Ambient Qualification: +43°C

B Medical Systems North America LLC °
14560 B?rge” Boulevard, Suite 200 LUXEMBOURG Specifications are correct at time of publication. Specifications are subject to change.
Noblesville, IN 46060 Certifications and compliance with third-party agencies listed herein varies among individual products. Contact B Medical Systems for details.
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